










– 6 –

OPERATION
  The oven and its parts are hot. Use care when operating, cleaning or

servicing the oven.

CONTROLS — Model ECO2D (Fig. 3)

Fig. 3

MASTER SWITCH — Turns oven control circuits ON or OFF.

OVEN COOL SWITCH — Allows the fan motor to run with the doors ajar to speed oven
cooling.

THERMOSTAT — Controls oven temperature during cooking operation.

TIMER — Use to set cooking cycle time.  Timer range is 0 to 60 minutes.
Alarm sounds continuously when elapsed time counts down to 0;
oven does not turn off.  Turn timer to OFF position to stop alarm.
When oven is not in use, keep timer at OFF position.

ON LIGHT (Amber) — Lit when Master Switch or Oven Cool Switch is positioned at ON.

HEAT LIGHT (White) — Comes on and goes off when the heating elements cycle on and
off.

2-SPEED MOTOR SWITCH — Adjusts air velocity in the oven.  Use the HI setting as the usual
operating speed and the LO setting for delicate product like
meringue which might be blown around in the oven.

FUSE HOLDERS — Replace fuses with appropriate type described on control panel.
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CONTROLS — Model ECO2C Built before October 1999 (Fig. 4)

Fig. 4
THERMOSTAT CONTROL

Temperature Display (When not timing product).

Displays set cook temperature while the light in the Roast Button is lit.  Will be overridden to display
actual cavity temperature for 8 seconds when Thermometer Button is pushed.

1. The light in the Thermometer Button is lit while the actual temperature is being displayed.

2. The light in the Thermometer Button is not lit when the display returns to the set temperature.

Temperature Display (When product is being timed).

Displays set hold temperature while the light in the Hold button is lit.  Displays the roast temperature
when the Roast button is lit.  Will be overridden to display actual cavity temperature for 8 seconds when
the Thermometer Button is pushed.

1. The light in the Thermometer Button is lit while the actual temperature is being displayed.

2. The light in the Thermometer Button is not lit when the display returns to the set temperature.

Temperature Knob (When not timing product).

1. Sets the roast temperature when the Roast Button light is lit.  The Roast Button light can be turned
on by pressing the Roast Button.

2. Sets the hold temperature when the Hold Button light is lit.  The Hold  Button light can be turned
on by pressing the Hold Button.

Temperature Knob (When product is being timed).

1. Sets the roast temperature when the Roast Button light is lit.  The Roast Button light cannot be
changed by pressing the Roast Button.

2. Sets the hold temperature when the Hold Button light is lit.  The Hold Button light cannot be
changed by pressing the Hold Button.
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