


OVENS

Y VC66E SERIES
vuLun DOUBLE DECK, DEEP DEPTH
ELECTRIC CONVECTION OVENS

OPTIONAL VOLTAGES CLEARANCES
[ 480 volt, 60 Hz, 3 phase. Combustible Non-Combustible
O 220/380 volt, 50 Hz, 1 phase, 3 wire. Rear 2" 2"

Right Side 4" 4"

O 220/380 volt, 50 Hz, 3 phase, 4 wire.
O 240/415 volt, 50 Hz, 3 phase, 4 wire.
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3 PHASE NOMINAL AMPS PER LINE WIRE WEIGHT
LOAD 3 PHASE WITH WITHOUT
TOTAL KW PER SKIDS & SKIDS &
MODEL | CONN. PHASE 208 VOLT 240 VOLT 480 VOLT | 1 PHASE |PACKAGING | PACKAGING
NO. KW |X-Y|Y-Z|X-Z| X | Y |Z | X |Y|Z|X|Y | Z |208V|240V|LBS.| KG |LBS.| KG
VC66E 25 8 | 8| 9 |70|66 |70 |66 |58 |66 |28|30|30|120| 104 | 926 | 420 | 810 | 368

VULE4n
a division of ITW Food Equipment Group LLC
P.O. Box 696 ® Louisville, KY 40201 = Toll-free: 1-800-814-2028 ® Local: 502-778-2791 ® Quote & Order Fax: 1-800-444-0602

NOTE: In line with its policy to continually improve its products, Vulcan reserves the right to change materials and specifications without notice.
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